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IMPORTANT
Pay close attention to the end of line DIP switch settings in the 

diagram and make sure you match them in the installation.

All in line monitors should be set with both switches “OFF”.

End of the riser monitor will have either 1 or both switches “ON”

Pay close attention to the end of line DIP switch settings in the 
diagram and make sure you match them in the installation.

 “1 ON and 1 OFF” (Twisted AWG 18)”

“Both ON” (Cat5/6)
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692D

2A 2B 1B1AOUT

3A 3B 4A 4BIN
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T 3 T 3

IMPORTANT
Pay close attention to the end of line jumper settings in the diagram 

and make sure you match them in the installation.

All in line 692D should have the T OUT jumper  

“Removed”.

End of the riser 692D shound have the T OUT Jumper in

“100”(Twisted AWG 18)
“50” (Cat5/6)

When an apartment station is connecter to output 2. 3 and/or 4

Remove Jumpers T2, T3, and/or T4
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Twisted Pair AWG 18 or Cat5/6

2C AWG 16

Wiring Legend

Green

Green/White
Orange

Orange/White
Blue

Blue/White
Brown

Brown/White

Cat5-Cat6 wiring
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Voltage Output for Door Strike

Request to Exit/
Door Status
(Switchable)

Normally Open/
Normally Closed Contact Output

(Switchable)
2Wire Bus Connection

Auxiliary Power Input

Analog Video Camera input

40170 Input and Output Capabilities

Selector Jumper For N.O. or N.C. 
Dry Contact Door Release Output

 (N.O. default setting)

DIP Switch # 4 Selects
CA   Request to Exit/Postal Lock
PA  Input For Door Status Switch

(CA default setting)     

Settings

40110

6923/120 
If Needed

Analog Camera

Request to Exit
Door Status

12V 
Door Strike

NO – NC
Door Release

System Stations

Options and Configurations To Door Strike
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